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TECHNICAL DATA

Input Voltage

LED Chips

Driver

LED QTY

LED Power

Led Luminous Efficiency

Luminous Flux

llluminance Uniformity

Colour Temperature

Colour Rendering Index

Bean Angle

llluminance Design

Working Temperature

Working Humidity

IP Rating

Net weight

Life-span

Power Cable

Connection Wire

Housing Material

Housing Colour

Available Options

900 SERIES 500W LED FLOODLIGHT

* DALI Dimmer, Microwave or PIR Sensor

* SUS316 Stainless steel and Dacromet™
coating for marine application

The light parameters may differ between different color temperature, tolerances < 5%.
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DIMENSIONS 900 SERIES 500W LED FLOODLIGHT
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900 SERIES 500W LED FLOODLIGHT
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TH E RMAL I MAG E RY TEST 900 SERIES 500W LED FLOODLIGHT

Front Projection

Nunber 1 23.9°C Edge
Number 2 47.8°C Fins
Number 3 44.3°C LED Chips
Number 4 32.2°C Driver Cover
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OPTIONAL WI RE LESS SU PPO RT 900 SERIES 500W LED FLOODLIGHT

o]

IPad Windows PC

=
v ‘

INTERNET WiFi router

L]
| Zigbee gateway

. J

!

Daylight sensor f\

Motion sensor %

| J

Wireless mode

_y  AC90-305V

Dimmable Schematic Circuit Diagram
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